
GERARD DANIEL WORLDWIDE

Sand and Mineral Screens
Reduce Costs, Improve Quality, Upgrade Service

www.separatorscreens.com
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Enhance Your Vendor Relations

Gerard Daniel Worldwide provides screens, parts and 
accessories for all major mineral separator machines. 
Our state-of-the-art design and processes lead to 
superior screen performance. We will reduce your 
manufacturing costs, increase plant efficiencies and 
improve the quality of your finished products.

Reduce Your Manufacturing Costs

Gerard Daniel Worldwide provides very competitive 
prices while providing easy and quick installation 
right out of the box. Our screens have an extended 
life resulting from superior raw materials and 
manufacturing procedures. 

Quality

• World class mesh manufactured from state-of-the-art
   wire and weaving practices
• Tight particle size distribution of your 
   finished product
• Custom engineered screens to meet your
   exact specifications
• No sharp or exposed wire mesh edges
• Packaged for ease of installation

Service

Quick response orders and service plans reduce 
your inventories and provide the best value in the 
separator industry. We offer custom designed service 
plans to fit your production requirements. We handle 
emergency orders in less than 24 hours. Gerard 
Daniel Worldwide strives to develop long-term 
customer relationships through friendly 
and knowledgable customer service. 

Quoting Requirements

Please provide the following information when 
requesting a quote from your sales representative:
• Equipment manufacturer
• Screen Size
• Mesh size
• Wire diameter
• Edge requirements
   (canvas, vinyl, high-temp black)

• Center strip & cross strip requirements

Contact Us Today!

+1.888.331.3031 (Hanover, PA)   +1.800.635.8296 (Fontana, CA)
+1 800.331.4044 (Houston, TX)   +1.800.561.5903 (Mississauga, Canada)
+1 353.68.31284 (Abbeyfeale, Ireland)
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